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SAFETY RECALL
No. 00V-101

April 10, 2000

This notice is sent to you in accordance with the requirements of the National
Traffic and Motor Vehicle Safety Act

SUBJECT: Safety Recall
CNG Cuppar Vent Line

UNITS IWGLVED: - All 1991 thru 1996 model year Escort RE and Transmark
RE buses powered by CNG {compressed natural gas) engines.

ElDorado National has determined that a defect which relates to motor vehicle
safety exists in certain 991 thru 1996 model year Escort RE snd Transmark RE
buses, powered by CNG engines. Even though these buses were in compliance
with ail regulations, ElDorado National has determined that the 3/8" copper tubing
used as a CNG vent line could resuit ininadequate venting in certain conditiony,
Therefore, EIDorado National has developed an improved ventng system using
1/2" stainless steel tubing to replace the existing 3/8” copper tube vent line.

ElDorado National will supply, at no.charge, a 1/2" stainless steel tubing retrofit
kit, along with fittings and hardware. See attached drawing No. 22009100 for
routing of the new stainless steel vent line.

Therefore, upon receipt of the tbing retrofit kits, all owner/operators of the above

mentioned vehicles should immediately replace the 3/8” copper vent line from the

lower manifold to the roof (see artached drawing No. 22009000) with 1/2" stainléss
stee] tubing. Note: This work must be performed by CNG certified mechanics.

13608 Sycamore Way & Ching, CA 81710 « {902) 531-0657 » Service: (00) 826-5580 & Puris: {800) 3302211 = Fax- (308) SB1-5288




The accompanying repair verification form should be retamed to ElDorado
Nationa! upon completion of repairs. If you no longer own this vehicle, indicate so
on this form and retum to EiDorado National.

1f you have any questions, contact the ElDorado National Service Department at
(909) 628-5580 or (708) 33940010.

We are sorry to cause this inconvenience, however we have taken this action in the
mterest of your safety and continued satisfaction with our product.



ADD SFCOND VENT

PLUG UPPER WANIFOLD
PORT PREVIQUSLY USED
BY LOWER TAMX LIME.

REPLACE 373" COPPER LINE
FROM UNDER FLOOR TANK
MANIFOLD WaTH 172
STAINLESS STEEL.

PROPOSED RETRORT
OF CNG VENT SYSTEM
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1. RENOVE COPPER LINE BETWEEN UNDER FLOOR
TANK MANIEOED AMD UPPER MAHIFOLD.

2. INSTALL SUPPLIED 1/2" STAIMLESS STEEL KT,
IN PROPER MANNER, AS SHOWN,

J. DRELC 17 HOLE JN ROOF PANEL AND INSIALL SECOND ROQF VONT.

4. PLUG BOTTOM HOLE OF UPPER MANIFCLD. E R 1Y N = ____
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